
LOTEK A/S | Rønsdam 10 | DK-6400 Sønderborg | Tlf.: +45 7013 5200 | www.lotek.dk | info@lotek.dk

BASIC-LINE RØRMARKERING
- Datablad Datasheet 

Basic-line Pipe Marking

Product description Pictures

Dimensions Certificates & Standards

Applications & Use Specifications

T-ISS Basic-line Pipe Marking tape has been
par�cularly applied for outdoor applica�ons and
in harsh environment where excellent abrasion
and chemical resistance is required beyond a
surface printed label.

Polyester, the main material of the marking tape, 
is absolutely suitable for outdoor applica�ons/use.

The Basic-line Pipe Marking material has a 
maximum of 5 years outdoor guarantee and is 
resistance up to +80 C°.

Colours in according to with ISO 14726-1, 14726-2.

Our Basic-line Pipe Marking Tape, is available in 
rolls of the following sizes: 

Width Length Thickness Weight
100 mm 10 mtr 0,1 mm 0,5 kg
150 mm     10 mtr    0,1 mm        0,7 kg
225 mm 10 mtr    0,1 mm        1 kg
(other possible sizes on request)

HS Code: 39199000

Green Passport

Durability: Maximum 3 years

Service Temp: -40 to +176 F° (-40 C° to +80 C°)

Minimum Applica�on Temp: Minimum +10 C°

Surface Prep: Clean and make dust & fat free

UV stability

• Pipes of every single room should be markedat least one
�me in every single room.

• Check below condi�ons recommended:
– Close to the objects like pipe lines passing through

ceilings or walls, valves, filters or tanks.
– Close to room entrances.

• All surfaces must be carefully cleaned before applying
the pipe marking tapes.

• When it comes to applica�on, it should overlap 3-4 cm.

Coloured according to ISO 14726-1, 14726-2.
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Produkt beskrivelse

Mål

Montering og brug

Billeder

Certifikater og standarder

Specifikationer

T-ISS Basic-line Rørmærkningstape bruges især til 
udendørs applikationer og i barske miljøer, hvor der 
kræves fremragende modstandsdygtighed over for 
slid og kemikalier – ud over, hvad en overfladetrykt 
etiket kan tilbyde. 

Polyester, som er hovedmaterialet i mærkningstapen, 
er særdeles velegnet til udendørs brug. Materialet 
har op til 5 års udendørs garanti og er modstandsdyg-
tigt over for temperaturer op til +80 °C.

Farvekodet i overensstemmelse med ISO 14726-1, 
14726-2.

Vores Basic-line Rørmærkningstape er tilgængelig i 
ruller i følgende størrelser:

HS Kode: 39199000

Bredde Længde Tykkelse Vægt

100 mm 10 mtr 0,1 mm 0,5 kg

150 mm 10 mtr 0,1 mm 0,7 kg

225 mm 10 mtr 0,1 mm 1 kg

(Andre størrelser fås efter anmodning)

Grønt pas

Holdbarhed: Max 3 år

Anvendelsestemperatur: -40Co til +80Co

Mindste monteringstemperatur: Min. +10Co

Klargøring af underlag: Rengør og fjern støv og fedt

UV stabil

• Rør i hvert enkelt rum bør være mærket mindst én 
gang i hvert rum. 
• Følgende placeringer anbefales: 
– Tæt på steder, hvor rørledninger passerer gennem 
lofter eller vægge, samt ved ventiler, filtre eller tanke. 
– Tæt på indgangen til rummet.
• Alle overflader skal rengøres grundigt, før rørmærk-
ningstapen påføres. 
• Ved påføring bør tapen overlappe med 3–4 cm.


